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Sensors for pH Measurement

Specifications

pH: 0 … 14

Temperature: -5 … +80 °C

Pressure, relative:  0 … 4 bar

Temperature detector: NTC 30 kohms

Sensor material: Low-impedance Sigma glass

Reference system: Ag/AgCl, gel electrolyte

Junction: Ground glass sleeve

Length: 120 mm edge length 

Process adaptation: PG 13.5

Sensor connector: Memosens

Thanks to its ground-glass sleeve junction 
even applicable in heavily contaminated 
media. Designed for MemoRail applications. 
High stability and a long life cycle are 
achieved by the special design.  
Through a ground-glass sleeve junction the 
reference system is in direct contact with 
the measured medium. There is hardly any 
risk of contamination or blocking of the 
junction. Measurement is possible even at 
low temperatures thanks to a special 
low-impedance glass. 
 
Applications 
Water/wastewater treatment.

Facts
–– Perfect galvanic isolation  

thanks to Memosens technology
–– No influence of humidity in the connector
–– Precalibration in the lab
–– Digital data transfer
–– Integrated sensor diagnostics
–– �Low maintenance,  

no refilling of electrolyte
–– Integrated temperature detector
–– Ground-glass sleeve junction
–– Sigma glass; low impedance for  

low-temperature applications

SE 515 Memosens pH Sensor
Reasonably priced sensor for  
water and wastewater treatment

Dimension Drawing

Ø
 1

2

Pg 13,5 Memosens-Steckkopf

120

PG 13.5 Memosens connector

All dimensions in mm
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Product Range Length   Order No.

SE 515 pH sensor 120 mm   SE 515/1-MS

Accessories Length Order No.

Memosens cable 3 m CA/MS-003NAA

5 m CA/MS-005NAA

10 m CA/MS-010NAA

20 m*) CA/MS-020NAA

CaliMat Buffer Solutions (20 °C) Quantity Order No.

pH value 2.00 ± 0.02 250 ml CS-P0200/250

pH value 4.00 ± 0.02 250 ml CS-P0400/250

1000 ml CS-P0400/1000

3000 ml CS-P0400/3000

pH value 7.00 ± 0.02 250 ml CS-P0700/250

1000 ml CS-P0700/1000

3000 ml CS-P0700/3000

pH value 9.00 ± 0.02 250 ml CS-P0900/250

1000 ml CS-P0900/1000

3000 ml CS-P0900/3000

pH value 12.00 ± 0.05 250 ml CS-P1200/250

MemoSuite Order No.

Management software for 
Memosens sensors

Basic version (calibration) SW-MS1400-B

Advanced version (calibration, diagnostics, documentation) SW-MS1400-A

*) Greater lengths on request
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Sensors for pH Measurement

Specifications

pH: 0 … 14

Temperature: –15 … +110 °C (hazardous-area application) 
–15 … +135 °C (safe-area application)

Temperature detector: NTC 30 kohms

Pressure, relative: 0 ... 10 bar

Sensor material: ISFET (ion-sensitive field-effect transistor)

Reference system: Ag/AgCl, gel electrolyte, double chamber

Hygienic design: EHEDG-validated

Process-wetted material: PEEK, EPDM, FDA-conforming

Junction: Ceramic (1 x)

Length: 120 mm / 225 mm

Process adaptation: PG 13.5

Sensor connector: Memosens

ATEX marking: II 1G Ex ia IIC T3 / T4 / T6

Broad range of applications due to out-
standing features: Body made of FDA-
compliant PEEK, double-chamber reference 
system, short response time, application at 
low temperatures, certified biocompatibility, 
sterilizable and autoclavable. 

Applications
Hygienic and sterile applications,  
food and pharmaceutical industry, 
biotechnology

Facts
–– Perfect galvanic isolation  

thanks to Memosens technology
–– No influence of humidity in the connector
–– Precalibration in the lab
–– Digital data transfer
–– Integrated sensor diagnostics
–– Break resistant
–– Short response time
–– Double-chamber reference system
–– Integrated temperature detector
–– Application at low temperatures
–– CIP- and SIP-capable, autoclavable

SE 546 Memosens pH Sensor
Break-resistant ISFET sensor, digital, with Memosens technology

Dimension Drawing

120/225

Ø
 1

2.
0 Memosens 

connectorISFET

Junction

PEEK (FDA) body

PG 13.5

All dimensions in mm
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Product Range Length Order No.

SE 546 pH sensor 120 mm SE 546X/1-NMSN

225 mm SE 546X/2-NMSN

Accessories Length Order No.

Memosens cable 3 m CA/MS-003NAA

5 m CA/MS-005NAA

10 m CA/MS-010NAA

20 m*) CA/MS-020NAA

Memosens cable, Ex 3 m CA/MS-003XAA

5 m CA/MS-005XAA

10 m CA/MS-010XAA

20 m*) CA/MS-020XAA

CaliMat Buffer Solutions (20 °C) Quantity Order No.

pH value 2.00 ± 0.02 250 ml CS-P0200/250

pH value 4.00 ± 0.02 250 ml CS-P0400/250

1000 ml CS-P0400/1000

3000 ml CS-P0400/3000

pH value 7.00 ± 0.02 250 ml CS-P0700/250

1000 ml CS-P0700/1000

3000 ml CS-P0700/3000

pH value 9.00 ± 0.02 250 ml CS-P0900/250

1000 ml CS-P0900/1000

3000 ml CS-P0900/3000

pH value 12.00 ± 0.05 250 ml CS-P1200/250

MemoSuite Order No.

Management software for 
Memosens sensors

Basic version (calibration) SW-MS1400-B

Advanced version (calibration, diagnostics, documentation) SW-MS1400-A

*) Greater lengths on request



64

Chem Energy Pharm

Sensors for pH Measurement

Dimension Drawing

High accuracy, stability, rapidness, and a 
long life cycle are achieved by the special 
design. Through 2 open junctions, the refer-
ence system is in direct contact with the 
measured medium. There is hardly any risk 
of contamination or blocking of the junc-
tion. The high content and special distribu-
tion of potassium chloride in the polymer 
reduces measurement disturbances which 
could be caused by liquid junction 
potentials. 
 
 
Applications
Industrial applications, dyes, precipitation 
reactions, polluted media

Facts
–– Perfect galvanic isolation  

thanks to Memosens technology
–– No influence of humidity in the connector
–– Precalibration in the lab
–– Digital data transfer
–– �Integrated sensor diagnostics
–– Low maintenance,  

no refilling of electrolyte
–– Integrated temperature detector
–– Open junctions, no blocking
–– Alpha glass, medium impedance,  

universal glass, fluoride resistant

SE 554 Memosens pH Sensor
Low-maintenance sensor for demanding process application in the chemical industry, 
digital, with Memosens technology

Specifications

pH: 0 … 14

Temperature: 0 … 130 °C

Pressure, relative: 0 … 10 bar

Temperature detector: NTC 30 kohms

Sensor material: Alpha glass

Reference system: Ag/AgCl, polymeric electrolyte

Junction: Hole (2 x)

Length: 120 mm / 225 mm/ 325 mm / 425 mm   

Process adaptation: PG 13.5

Sensor connector: Memosens

ATEX marking: II 1 G Ex ia IIC T3 / T4 / T6

Ø
 1

2

120 / 225 / 325 / 425

PG 13.5 Memosens connectorOpen junction (2 x)

All dimensions in mm
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Product Range Length Order No.

SE 554 pH sensor 120 mm SE 554X/1-NMSN

225 mm SE 554X/2-NMSN

325 mm SE 554X/3-NMSN

425 mm SE 554X/4-NMSN

Accessories Length Order No.

Memosens cable 3 m CA/MS-003NAA

5 m CA/MS-005NAA

10 m CA/MS-010NAA

20 m*) CA/MS-020NAA

Memosens cable, Ex 3 m CA/MS-003XAA

5 m CA/MS-005XAA

10 m CA/MS-010XAA

20 m*) CA/MS-020XAA

CaliMat Buffer Solutions (20 °C) Quantity Order No.

pH value 2.00 ± 0.02 250 ml CS-P0200/250

pH value 4.00 ± 0.02 250 ml CS-P0400/250

1000 ml CS-P0400/1000

3000 ml CS-P0400/3000

pH value 7.00 ± 0.02 250 ml CS-P0700/250

1000 ml CS-P0700/1000

3000 ml CS-P0700/3000

pH value 9.00 ± 0.02 250 ml CS-P0900/250

1000 ml CS-P0900/1000

3000 ml CS-P0900/3000

pH value 12.00 ± 0.05 250 ml CS-P1200/250

MemoSuite Order No.

Management software for 
Memosens sensors

Basic version (calibration) SW-MS1400-B

Advanced version (calibration, diagnostics, documentation) SW-MS1400-A

*) Greater lengths on request
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Chem Energy Pharm Food

Sensors for pH Measurement

Dimension Drawing

Specifications

pH: 0 … 14

Temperature: 0 … 135 °C  (140 °C sterilization, non Ex)

Pressure, relative: -1 … +6 bar

Temperature detector: NTC 30 kohms

Sensor material: Omega glass

Reference system: Ag/AgCl, prepressurized gel electrolyte

Junction: Ceramic (1 x)

Length: 120 mm / 225 mm / 325 mm / 425 mm

Process adaptation: PG 13.5

Sensor connector: Memosens

ATEX marking: II 1 G Ex ia IIC T3 / T4 / T6 Ga

The special pH glass enables a very fast and 
stable response and makes the sensor CIP- 
and SIP-capable, even in the harshest of 
environments. The gel electrolyte of the ref-
erence electrode is pressurized and long-
term stable. This makes the sensor ideal for 
routine applications in food processing and 
biotechnology. It is equally suited for 
continuous measurements in analytical 
chemistry. 
 
Applications 
Fermentation, food and beverages,  
aggressive media, extreme pH values

Facts
–– Perfect galvanic isolation  

thanks to Memosens technology
–– No influence of humidity in the connector
–– Precalibration in the lab
–– Digital data transfer
–– Integrated sensor diagnostics
–– Gel electrolyte, pressurized  

and long-term stable
–– Integrated temperature detector
–– Ceramic junction
–– Safe sterilization with temperature 

monitoring
–– Omega glass,  

high impedance for high-temperature 
applications, very low alkali error,  
CIP/SIP capable

SE 555 Memosens pH Sensor
Autoclavable sensor providing high reliability and precision,  
digital, with Memosens technology

Ø
 1

2

PG 13.5 Memosens connector

120 / 225 / 325 / 425

Ceramic 
junction

All dimensions in mm
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Memosens connector

Product Range Length Order No.

SE 555 pH sensor 120 mm SE 555X/1-NMSN

225 mm SE 555X/2-NMSN

325 mm SE 555X/3-NMSN

425 mm SE 555X/4-NMSN

Accessories Length Order No.

Memosens cable 3 m CA/MS-003NAA

5 m CA/MS-005NAA

10 m CA/MS-010NAA

20 m*) CA/MS-020NAA

Memosens cable, Ex 3 m CA/MS-003XAA

5 m CA/MS-005XAA

10 m CA/MS-010XAA

20 m*) CA/MS-020XAA

CaliMat Buffer Solutions (20 °C) Quantity Order No.

pH value 2.00 ± 0.02 250 ml CS-P0200/250

pH value 4.00 ± 0.02 250 ml CS-P0400/250

1000 ml CS-P0400/1000

3000 ml CS-P0400/3000

pH value 7.00 ± 0.02 250 ml CS-P0700/250

1000 ml CS-P0700/1000

3000 ml CS-P0700/3000

pH value 9.00 ± 0.02 250 ml CS-P0900/250

1000 ml CS-P0900/1000

3000 ml CS-P0900/3000

pH value 12.00 ± 0.05 250 ml CS-P1200/250

MemoSuite Order No.

Management software for 
Memosens sensors

Basic version (calibration) SW-MS1400-B

Advanced version (calibration, diagnostics, documentation) SW-MS1400-A

*) Greater lengths on request
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Chem Energy Pharm Food Water

Sensors for pH Measurement

SE 557 Memosens pH Sensor
For special requirements and high-precision measurements  
with refillable liquid electrolyte, digital, with Memosens technology

Elimination of typical junction problems 
resulting in high measurement accuracy in 
ultrapure water as well as in heavily polluted 
media and at high temperatures. Integrated, 
refillable liquid electrolyte reservoir.  
2 ceramic junctions, self cleaning due to 
pressurization (continuous outflow of 
electrolyte). 

Applications
Boiler feed water, water for injection (WFI), 
semiconductor production, difficult process 
media requiring high measurement stability

Facts
–– Perfect galvanic isolation  

thanks to Memosens technology
–– No influence of humidity in the connector
–– Precalibration in the lab
–– Digital data transfer
–– Integrated sensor diagnostics
–– High accuracy
–– Extensive measuring range  

for pH and temperature
–– Refillable liquid electrolyte
–– 2 ceramic junctions
–– Self cleaning  

due to pressurization
–– Integrated temperature detector 
–– Alpha glass, medium impedance,  

universal glass, fluoride resistant
–– Omega glass, high impedance for 

high-temperature applications,  
very low alkali error, CIP/SIP capable

Dimension Drawing

Specifications

pH: 0 … 14

Temperature: NMSN: –20 … +100 °C
NMSH:      0 … +135 °C

Pressure, relative: –1 … +6 bar

Temperature detector: NTC 30 kohms

Sensor material: NMSN: Alpha glass; NMSH: Omega glass

Reference system: Ag/AgCl, refillable liquid electrolyte

Junction: Ceramic (2 x)

Length: 120 mm / 250 mm / 450 mm (NMSN)

Sensor connector: Memosens

ATEX marking: II 1G Ex ia IIC T3 / T4 / T6

Ø
 1

2

120 / 250/450 (NMSN)

Memosens 
connector

Ø
 3

2

Ø
 1

8

Ceramic 
junction (2 x)

All dimensions in mm



57

For up-to-date information, please visit www.knick-international.com

Product Range Length Order No.

SE 557 pH sensor (Alpha glass) 120 mm SE 557X/1-NMSN

250 mm SE 557X/2-NMSN

450 mm SE 557X/4-NMSN

SE 557 pH sensor (Omega glass) 120 mm SE 557X/1-NMSH

250 mm SE 557X/2-NMSH

Accessories Length Order No.

Memosens cable 3 m CA/MS-003NAA

5 m CA/MS-005NAA

10 m CA/MS-010NAA

20 m*) CA/MS-020NAA

Memosens cable, Ex 3 m CA/MS-003XAA

5 m CA/MS-005XAA

10 m CA/MS-010XAA

20 m*) CA/MS-020XAA

CaliMat Buffer Solutions (20 °C) Quantity Order No.

pH value 2.00 ± 0.02 250 ml CS-P0200/250

pH value 4.00 ± 0.02 250 ml CS-P0400/250

1000 ml CS-P0400/1000

3000 ml CS-P0400/3000

pH value 7.00 ± 0.02 250 ml CS-P0700/250

1000 ml CS-P0700/1000

3000 ml CS-P0700/3000

pH value 9.00 ± 0.02 250 ml CS-P0900/250

1000 ml CS-P0900/1000

3000 ml CS-P0900/3000

pH value 12.00 ± 0.05 250 ml CS-P1200/250

Electrolyte 250 ml ZU 0558

MemoSuite Order No.

Management software for 
Memosens sensors

Basic version (calibration) SW-MS1400-B

Advanced version (calibration, diagnostics, documentation) SW-MS1400-A

*) Greater lengths on request
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Chem Energy Pharm

Sensors for pH Measurement

Specifications

pH: 0 … 14

Temperature: –5 … +100 °C

Pressure, relative: –1 … +3 bar

Temperature detector: NTC 30 kΩ

Sensor material: Alpha glass

Reference system: Ag/AgCl, gel electrolyte, salt reservoir

Junction: Ceramic (3 x)

Length: 120 mm / 225 mm

Process adaptation: PG 13.5

Sensor connector: Memosens

ATEX marking: II 1 G Ex ia IIC T3/T4/T6 

Low-maintenance pH sensors with gel refer-
ence electrolyte The SE 558 sensor has an 
integrated temperature detector to allow 
automatic temperature compensation of 
the pH signal during calibration and opera-
tion. The SE 558 sensor is particularly suit-
able for use in media of very low conductiv-
ity. It provides 3 ceramic junctions and a KCl 
reservoir. 

Applications
Boiler feed water, condensate, ultrapure 
water, water supply and distribution, WFI.

Facts
–– Perfect galvanic isolation  

thanks to Memosens technology
–– No influence of humidity in the connector
–– Precalibration in the lab
–– Digital data transfer
–– Integrated sensor diagnostics
–– Low maintenance,  

no refilling of electrolyte
–– Integrated temperature detector
–– 3 ceramic junctions
–– Independent of flow
–– KCl reservoir
–– Alpha glass, medium impedance,  

universal glass, fluoride resistant

SE 558 Memosens pH Sensor
For uncomplicated measurement in ultrapure water,  
water and analytical chemistry, digital, with Memosens technology

Dimension Drawing

Ø
 1

2

PG 13.5 Memosens connector
3 x ceramic 
junction

120 / 225

All dimensions in mm

Salt reservoir



69

For up-to-date information, please visit www.knick-international.com

Product Range Length Order No.

SE 558 pH sensor 120 mm SE 558X/1-NMSN

225 mm SE 558X/2-NMSN

Accessories Length Order No.

Memosens cable 3 m CA/MS-003NAA

5 m CA/MS-005NAA

10 m CA/MS-010NAA

20 m*) CA/MS-020NAA

Memosens cable, Ex 3 m CA/MS-003XAA

5 m CA/MS-005XAA

10 m CA/MS-010XAA

20 m*) CA/MS-020XAA

CaliMat Buffer Solutions (20 °C) Quantity Order No.

pH value 2.00 ± 0.02 250 ml CS-P0200/250

pH value 4.00 ± 0.02 250 ml CS-P0400/250

1000 ml CS-P0400/1000

3000 ml CS-P0400/3000

pH value 7.00 ± 0.02 250 ml CS-P0700/250

1000 ml CS-P0700/1000

3000 ml CS-P0700/3000

pH value 9.00 ± 0.02 250 ml CS-P0900/250

1000 ml CS-P0900/1000

3000 ml CS-P0900/3000

pH value 12.00 ± 0.05 250 ml CS-P1200/250

MemoSuite Order No.

Management software for 
Memosens sensors

Basic version (calibration) SW-MS1400-B

Advanced version (calibration, diagnostics, documentation) SW-MS1400-A

*) Greater lengths on request
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Chem Energy Pharm

Sensors for pH Measurement

Specifications

pH: 0 … 14

Temperature: –5 … +100 °C

Pressure, relative: 0 … 6 bar

Temperature detector: NTC 30 kohms

Sensor material: Alpha glass

Reference system: Ag/AgCl, polymeric electrolyte

Junction: Calibrated annular junction

Length: 120 mm / 225 mm

Process adaptation: PG 13.5

Sensor connector: Memosens

ATEX marking: II 1 G Ex ia IIC T3 / T4 / T6

The calibrated annular junction enables 
precise measurements in process media 
virtually without influence of flow. The large 
contact surface of the junction minimizes 
problems caused by contamination.  
The sensor is ideal for processes for which 
liquid-electrolyte sensors should be used, 
but where maintenance is impossible for a 
longer period of time. 
 
Applications
Water supply and distribution,  
chemical processes

Facts
–– Perfect galvanic isolation  

thanks to Memosens technology
–– No influence of humidity in the connector
–– Precalibration in the lab
–– Digital data transfer
–– Integrated sensor diagnostics
–– Low maintenance,  

no refilling of electrolyte
–– Integrated temperature detector
–– Calibrated annular junction
–– Independent of flow
–– Alpha glass, medium impedance,  

universal glass, fluoride resistant

SE 559 Memosens pH Sensor
For uncomplicated measurement in water and analytical chemistry,  
digital, with Memosens technology

Dimension Drawing

Ø
 1

2 PG 13.5 Memosens connector
Annular  
junction

120 / 225

All dimensions in mm
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Product Range Length Order No.

SE 559 pH sensor 120 mm SE 559X/1-NMSN

225 mm SE 559X/2-NMSN

Accessories Length Order No.

Memosens cable 3 m CA/MS-003NAA

5 m CA/MS-005NAA

10 m CA/MS-010NAA

20 m*) CA/MS-020NAA

Memosens cable, Ex 3 m CA/MS-003XAA

5 m CA/MS-005XAA

10 m CA/MS-010XAA

20 m*) CA/MS-020XAA

CaliMat Buffer Solutions (20 °C) Quantity Order No.

pH value 2.00 ± 0.02 250 ml CS-P0200/250

pH value 4.00 ± 0.02 250 ml CS-P0400/250

1000 ml CS-P0400/1000

3000 ml CS-P0400/3000

pH value 7.00 ± 0.02 250 ml CS-P0700/250

1000 ml CS-P0700/1000

3000 ml CS-P0700/3000

pH value 9.00 ± 0.02 250 ml CS-P0900/250

1000 ml CS-P0900/1000

3000 ml CS-P0900/3000

pH value 12.00 ± 0.05 250 ml CS-P1200/250

MemoSuite Order No.

Management software for 
Memosens sensors

Basic version (calibration) SW-MS1400-B

Advanced version (calibration, diagnostics, documentation) SW-MS1400-A

*) Greater lengths on request
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Process Analytics Sensors for pH Measurement

SE 571 Memosens pH Sensor
Low-maintenance sensor for demanding process applications in the chemical 
industry, digital, with Memosens technology

The special design provides high ac-
curacy, stability, speed, and a long life 
cycle. Through a PTFE ring junction, the 
reference system is in direct contact with 
the measured medium. There is hardly 
any risk of contamination or blocking 
of the junction. A salt reservoir protects 
against leaching. A special cartridge 
reference element prevents poisoning of 
the reference system. Resistant to high 
pressure.

Applications
Measurement in media of extremely 
high ionic strength, salt brines, strongly 
oxidizing media, acidic and alkaline 
media, also with high content of con-
taminants.

Facts
–– Perfect galvanic isolation thanks to 

Memosens technology

–– No influence of humidity in the con-
nector

–– Precalibration in the lab

–– Digital data transfer

–– Integrated sensor diagnostics

–– Low maintenance,  
no refilling of electrolyte

–– Integrated temperature detector

–– PTFE ring junction, no blocking

pH: 0 … 14

Temperature: -5 … +130 °C

Pressure, relative: 0 . . . 12 bar

Temperature detector: NTC 30 kΩ

Sensor material: Alpha glass, medium impedance, 
universal glass, fluoride resistant

Reference system: Ag/AgCl, incl. silver ion trap and salt reservoir

Junction: PTFE ring

Length: 120 mm / 225 mm

Process adaptation: PG 13.5

Sensor connector: Memosens

ATEX marking: II 1 G Ex ia IIC T3 / T4 / T6

Specifications

Dimension Drawing

PG 13,5
Memosens 
connector

PTFE  
ring junction Salt reservoir

Ø
 1

2

120 / 225
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SE 571 pH-Sensor

Sensor Length Order No.

pH-Sensor SE 571 120 mm SE 571X/1-NMSN

225 mm SE 571X/2-NMSN

Accessories Length Order No.

Memosens cable 3 m CA/MS-003NAA

5 m CA/MS-005NAA

10 m CA/MS-010NAA

20 m*) CA/MS-020NAA

Memosens cable Ex 3 m CA/MS-003XAA

5 m CA/MS-005XAA

10 m CA/MS-010XAA

20 m*) CA/MS-020XAA

CaliMat Buffer Solutions (20° C) Quantity Order No.

pH value 2,00 ± 0,02 250 ml CS-P0200/250

pH value 4,00 ± 0,02 250 ml CS-P0400/250

1000 ml CS-P0400/1000

3000 ml CS-P0400/3000

pH value 7,00 ± 0,02 250 ml CS-P0700/250

1000 ml CS-P0700/1000

3000 ml CS-P0700/3000

pH value 9,00 ± 0,02 250 ml CS-P0900/250

1000 ml CS-P0900/1000

3000 ml CS-P0900/3000

pH value 12,00 ± 0,05 250 ml CS-P1200/250

MemoSuite Order No.

Management software for 
Memosens sensors

Basic version (calibration) SW-MS1400-B

Advanced version (calibration, diagnostics, documentation) SW-MS1400-A

*) Greater lengths on request

Product Range
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Accessories for Sensors for pH Measurement

CaliMat buffer solutions (20 °C) Quantity Order No.

pH value  2.00 ± 0.02 250 ml

pH value 4.00 ± 0.02 250 ml

1000 ml

3000 ml

pH value 7.00 ± 0.02 250 ml

1000 ml

3000 ml

pH value 9.00 ± 0.02 250 ml

1000 ml

3000 ml

pH value 12.00 ± 0.05 250 ml
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For up-to-date information, please visit www.knick.de

Order No.

Electrolyte Composition: KCl, 3 mol/l 
for measurements at low temperatures  
(–20 °C) and for media with organic 
components (e.g. oil, protein etc.)

ZU 0591 

Amount: 250 ml

For sensors: SE 551, SE 560

Redox buffer solution ORP value (25 °C): 220 mV ZU 0317

pH value: pH 7

Amount: 250 ml
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Accessories for Sensors for pH Measurement

Accessories (continued) Order No.

VP6-ST cable Sensor connection: VP screw cap Length:  3 m ZU 0313

Device connection: Wire end ferrules Length:  5 m ZU 0314

Temperature: -20 … +80 °C Length:  10 m ZU 0315

Length:  20 m ZU 0584

Order No.

AS9 cable Sensor connection: AS7/AS8 screw cap  
(DIN coax)

Length:  5 m ZU 0318

Device connection: Not preassembled

Temperature: -30 … +80 °C
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For up-to-date information, please visit www.knick.de

Accessories (continued) Order No.

Memosens cable Sensor connection: Memosens Length:  3 m

Device connection: Wire end ferrules Length:  5 m

Temperature: –20 … +80 °C Length:  10 m

Length:  20 m*)

Memosens cable, Ex Sensor connection: Memosens Length:  3 m

Device connection: Wire end ferrules Length:  5 m

Temperature: –20 … +80 °C Length:  10 m

Length:  20 m*)

ATEX Certificate: II 1G Ex ia IIC T3/T4/T6

II 3G Ex ul IIC T3/T4/T6

*) Greater lengths on request 
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